
VOLVO 4-CIRCUIT-PROTECTION VALVE 1075765 NEW
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Additional Information

Additional Information

Brand VOLVO

Condition ORIGINAL

Replaces 1075765

Application Suitable Volvo

Closing pressure (21) [bar] Pc21 4.5

Closing pressure (22) [bar] Pc22 4.5

Closing pressure (23) [bar] Pc23 3.8

Closing pressure (24) [bar] Pc24 3.8

Opening pressure (21) [bar] Po21 6.3

Opening pressure (22) [bar] Po22 6.3

Opening pressure (23) [bar] Po23 5.8

Opening pressure (24) [bar] Po24 5.8

Operating pressure to [bar] max. 10

Thread Measurement 1 M16 x 1,5

Thread Measurement 2 M22 x 1,5

Vehicle brand Model, Engine, Gearbox, Axle, Cabin

Volvo Bus 9/11/12/13 (D/DH engine) B 12 M chassis 100-11535

Volvo F/FL 6 (-2000), F/FL/FM 7, FLC FM 7

Volvo FH/FM/FMX/NH 9/10/11/12/13/16 FH 12 1998-2001, FH 16 1998-2003, FM 12 1998-2001, NH 12 /BR

Replaces Ref. No.
ReplacesRef. No.

Volvo 1075765


