
VOLVO SERVO VALVE 1076379 NEW
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Additional Information

Additional Information

Merk VOLVO

Voorwaarde ORIGINEEL

Vervangt 1076379

Toepassing Geschikt: Volvo

Toepassingen geschikt
(gedetailleerd)

Vehicle
brand Model Year(s) Type kW HP ccm

Volvo VOLVO B 10
B10M - Bus 133 181 9600

Volvo VOLVO B 10
B10M - Bus 178 242 9600

Volvo VOLVO B 10
B10M - Bus 203 276 9600

Volvo VOLVO FH
12 FH 12/340 01.1995 - Truck

Tractor 250 340 12100

Volvo VOLVO FH
12 FH 12/340 08.1993 - Dump

Truck 250 340 12100

Volvo VOLVO FH
12 FH 12/340 08.1993 - Platform /

Chassis 250 340 12100

Volvo VOLVO FH
12 FH 12/340 08.1993 - Truck

Tractor 250 340 12100

Volvo
VOLVO FH
12 FH
12/380

01.1995 - Truck
Tractor 279 379 12100

Volvo
VOLVO FH
12 FH
12/380

08.1993 - Dump
Truck 279 379 12100

Volvo
VOLVO FH
12 FH
12/380

08.1993 - Platform /
Chassis 279 379 12100

Volvo
VOLVO FH
12 FH
12/380

08.1993 - Truck
Tractor 279 379 12100

Volvo VOLVO FH
12 FH 12/420 01.1995 - Truck

Tractor 309 420 12100

Volvo VOLVO FH
12 FH 12/420 08.1993 - Dump

Truck 309 420 12100

Volvo VOLVO FH
12 FH 12/420 08.1993 - Platform /

Chassis 309 420 12100



Vehicle
brand Model Year(s) Type kW HP ccm

Volvo VOLVO FH
12 FH 12/420 08.1993 - Truck

Tractor 309 420 12100

Volvo
VOLVO FH
12 FH
12/460

08.1998 - Dump
Truck 338 460 12100

Volvo
VOLVO FH
12 FH
12/460

08.1998 - Platform /
Chassis 338 460 12100

Volvo
VOLVO FH
12 FH
12/460

08.1998 - Truck
Tractor 338 460 12100

Volvo
VOLVO FH
12 FH
12/500

09.2001 - Truck
Tractor 368 500 12100

Volvo
VOLVO FH
16 FH
16/470

08.1993 -
12.1999

Platform /
Chassis 346 470 16120

Volvo
VOLVO FH
16 FH
16/470

08.1993 -
12.1999

Truck
Tractor 346 470 16120

Volvo
VOLVO FH
16 FH
16/520

01.1995 - Platform /
Chassis 382 520 16120

Volvo
VOLVO FH
16 FH
16/520

08.1993 -
12.2002

Platform /
Chassis 382 520 16120

Volvo
VOLVO FH
16 FH
16/520

08.1993 -
12.2002

Truck
Tractor 382 520 16120

Volvo
VOLVO FL
10 FL
10/280

09.1985 -
12.1990

Dump
Truck 202 275 9600

Volvo
VOLVO FL
10 FL
10/280

09.1985 -
12.1990

Platform /
Chassis 202 275 9600

Volvo
VOLVO FL
10 FL
10/280

09.1985 -
12.1990

Truck
Tractor 202 275 9600

Volvo VOLVO FL
10 FL 10/320

12.1995 -
09.1998

Dump
Truck 235 320 9600

Volvo VOLVO FL
10 FL 10/320

12.1995 -
09.1998

Platform /
Chassis 235 320 9600

Volvo VOLVO FL
10 FL 10/320

12.1995 -
09.1998

Truck
Tractor 235 320 9600



Vehicle
brand Model Year(s) Type kW HP ccm

Volvo
VOLVO FL
10 FL
10/360

12.1995 -
09.1998

Dump
Truck 265 360 9600

Volvo
VOLVO FL
10 FL
10/360

12.1995 -
09.1998

Platform /
Chassis 265 360 9600

Volvo
VOLVO FL
10 FL
10/360

12.1995 -
09.1998

Truck
Tractor 265 360 9600

Volvo
VOLVO FL
10 FL
10H/320

12.1995 -
09.1998

Dump
Truck 235 320 9600

Volvo
VOLVO FL
10 FL
10H/360

12.1995 -
09.1998

Dump
Truck 265 360 9600

Volvo VOLVO FL
12 FL 12/380

09.1995 -
09.1998

Platform /
Chassis 279 379 12100

Volvo VOLVO FL
12 FL 12/380

09.1995 -
09.1998

Truck
Tractor 279 379 12100

Volvo VOLVO FL
12 FL 12/420

09.1995 -
09.1998

Platform /
Chassis 309 420 12100

Volvo VOLVO FL
12 FL 12/420

09.1995 -
09.1998

Truck
Tractor 309 420 12100

Volvo
VOLVO FL
12 FL
12H/380

09.1995 -
09.1998

Dump
Truck 279 379 12100

Volvo
VOLVO FL
12 FL
12H/420

09.1995 -
09.1998

Dump
Truck 309 420 12100

Thread Size M10 x 1,5

Valve type Pressure Control Valve

Vehicle brand Model, Engine, Gearbox, Axle, Cabin

Volvo Bus B 10/12 (TD/THD engine) B 10 M (BR) chassis 310032 --; B 58 (BR) chassis 304121 --

Volvo F/FL/N/NL 10/12/16 FL 10/12

Volvo FH/FM/FMX/NH 9/10/11/12/13/16 FH 12 1993-1998, FH 16 1993-1998

Vervangt ref. Nee.
ReplacesRef. No.

Volvo 1076379


